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The Artemis LED Panel Light Series
is ideal for any application requiring
minimal power consumption, long
lifespan, uniform illumination, slim,
and aesthetic fixture design. These
luminaires, are far superior in
comparison to traditional fluorescent
back light systems.
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Specifications
Model ART-P1-0040
Lumen 3,400 Im (Ww)
Output 4,000 Im (CW)
Wattage 40W
Size (mm) 303%x1210%10
(AxBx() [1"x4'x0.5"]
Delivered 100 Im/W
Efficacy
Voltage AC100-277V
Available 3000-5000 K
Color Temp.

Rated >50,000 hours
Lifetime

CRI >80

Beam Angle  150°

Weight 5kg(101b.)
Dimming 0-10Vdc Optional
Warranty 5 Years

Certification

& Listings C-Tick, RoHS,
DLC, E.Catalog

Application

Installation

ART Series

UL, CE, PSE, FCC,

ART-P4-0040

3,400 Im (Ww)
4,000 Im (CW)
40w

603x603x10
[2'%x2°x0.5"]

100 Im/W

AC100- 277V

3000-5000 K

>50,000 hours

>80

150°

6kg(121b)

0-10Vdc Optional

5 Years

UL, CE, PSE, FCC,

C-Tick, RoHS,
DLC, E.Catalog

ART-P4-0060

5,200 Im (Ww)
6,000 Im (CW)
50 W

603x603x10
[2'%x2°x0.5"]

100 Im/W

AC100- 277V

3000-5000 K

>50,000 hours

>80

150°

6kg(121b)

0-10Vdc Optional

5 Years

UL, CE, PSE, FCC,

C-Tick, RoHS,
DLC

ART-P7-0050

4,200 Im (Ww)
5,000 Im (CW)
50W

603x1210x12
[2'x4°x0.5"]

100 Im/W

AC100-277V

3000-5000 K

>50,000 hours

>80

150°

10 kg (22 1b.)

0-10Vdc Optional

5 Years

UL, CE, PSE, FCC,
C-Tick, RoHS, DLC,

E.Catalog

Indoor Application Only

/ &4

ART-P7-0075

6,700 Im (Ww)
7,500 Im (CW)
75W

603x1210%10
[2'%x4°x0.5"]

100 Im/W

AC100-277V

3000-5000 K

>50,000 hours

>80

150°

10kg (22 b))

0-10Vdc Optional

5 Years

UL, CE, PSE, FCC,

Suspension/Wall Mount/Recessed/Ceiling Mount?

2ceiling mounting frame, different sizes are not included within default configurations.
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ART-P5-0025'

1875 Im

25W

0D: 300 [12"]
Height: 19
[0.75"]

>75 Im/W

AC100-277V

3000-6500 K

>50,000 hours

>80

150°

4.5kg(101b.)

0-10Vdc Optional

5 Years

UL, CE, PSE, FCC,

C-Tick, RoHS, C-Tick, RoHS
DLC, E.Catalog
Last Revised®/29/2016



ART Series

Dimensions

Photometry
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1Quter & Internal Diameterof ARTFP5-0025

2x2 Luminaire for Ambient Lighting of Interior Commercial Spaces

Model Name:ART-P4-0060

Representative (Tested) ModeRRT-P4-0060 (3000K)ART-P4-0060 (5000K)

Model Difference:All construction and rating are the same, except for Correlated Color Temperature

INluminance at a Distance

Cenker Beam fo Bizarn Width
17 0f 558 fc n2.8t 527t
a0t 1.40 fc 1056 ft 1053
C10R 0.62 fc 158.4ft 158.0 Ft
680t 0.35 fc 211.21. 210.6Ft
2t Ot 0.22 fc Z6d4.0ft 263.3ft
102 0t 0.16 fc 3168/ 3159

M vert, Spread: 114.4°
M Horiz, Spread: 114,3°

Figure 1 Illuminance Plot

Other

A Turn off power before installing or adjusting
luminaire and mountirg devices.

A Must be installethdjustedby licensedelectrician.

A Indoor use only, do not use product for high

temperature, high humidity or dust environment.

A Do not take apart the panel, dust could
contaminate the film inside.
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M od: 1,452, 90%
Cd: 1,210, 75%
Cd: 968, B0%

W Cd: 507, 50%

Cd: 645, 40%
M Cd: 454, 30%

Cd: 323, 20%
M Cd: 161, 10%
Point of Max Cd: 1,614.0

Figure2 Isocandela Diagram

NOTES: Specifications and dimensions are subject to change without notice.
Visit us atvww.lumingen.com
Office Telephone: 1.604.371.4112
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ART Series

Installation

Wall Mount Installation

Wall \
Wall
Panel Light -
L] .
b o
 ——
L. Nailing two plastic expansion 5 A

screws and other screws into the - Hapgmg the panel on the
wall according to the size shown finished screws
in the illustration

S Wall

Panel

Light
Plastic expansion Installation
SCrews illustration

4. Installation finished

3. This is the combining drawing for wall and panel, please make the
installation according to thes installation drawing.

Recessed Mount Installation
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High Voltage.

Turn off power
before servicing.

NOTES: Specifications and dimensions are subject to change without notice.
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ART Series

Suspension Installation

7
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1. Put the ball end of the steel wire through
the hole of the mount bracket of panel

Steel wire

sleeve anchor bolt ~ Steel wire  Steel wire adjustable holder

Figure 3(above) depicts different
suspensions options for installation

2. Put the other end of
the steel wire
through the wire
holder, and adjust

the length of the
steel wire. I f

4. hang the 4
wire holders
to the sleeve
anchor bolt

Push to adjust

length of wire

anchor bolt into
ceiling

LU

3. mount the sleeve 1

Ceiling Mount Installation

1. dis-assemble the front panel of the
mounting frame and mount the frame
into ceiling by setscrew.

—Satserow Front Panel —

AR R Y T R

2. slide the LED panel into the mounting
frame, then screw in the front panel

Mounting frame

LED Panel

High Voltage.

Turn off power
before servicing.

NOTES: Specifications and dimensions are subject to change without notice.
Visit us atvww.lumingen.com
Last Revised/29/2016
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Electrical Installation with Dimmer

Wiring Instruction for LED PanetX0V dimmer), applicable for:
ARTP1-0040, ARTP4-0060, ARTP7-0075, ARTP5-0025

AC100-277v

Red/White

TO PANEL

Figure 4(right)t wiring scheme fopower supply and dimmer.

High Voltage.

Turn off power
before servicing.

NOTES: Specifications and dimensions are subject to change without notice.
Visit us atvww.lumingen.com

Office Telephone: 1.604.371.4112 Last Revised/29/2016
www.lumingen.com



ART Series B N DGIES

Installation References

Telecon—Richmond, British Columbia

s

Figurelt picturesof the installation in Telec& Richmond Figure2
branch

Figure3t office work rooms in the Richmond branch

NOTES: Specifications and dimensions are subject to change without notice.
Visit us atvww.lumingen.com

Office Telephone: 1.604.371.4112 Last Revised/29/2016
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Ordering Code

ART Series

LAMP TYPE:
ART = Lamp Type Artemis Panel Series

LAMP CODE:

P1=1"x 4 Panel
P4=2"x 2 Panel

P5 = 12" Round Panel

P7=2"x 4 Panel

POWER RATING:
0025 = 25 Watts
0040 = 40 Watts
0050 = 50 Watts
0060 = 60 Watts
0075 =75 Watts
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COLOUR RENDERING INDEX (CRI):

80=20CRI

/

120=

BEAM ANGLE:
1507 FyvHm

INSTALLATION METHOD:
SP = Suspension mount  RC=Recessed mount

SF = Surface mount

WL = Wall mount

|ART|- P4]|-/0060]-277]-|5K0]-|80|-|120/-|RC|-| CL|-|00 |-| M|

ACCESSORY:
D= Dimming
¥ =Default
COLOUR TEMPERATURE (CCT):

3K0 = 2000k Nominal CCT

4K0 = 4000k Nominal CCT

5K0 = 5000k Nominal CCT

MAX INPUT VOLTAGE: LENS:
277=277Vac FR = Frosted
Ordering Code Table
LAMP TYPE| LAMP CODH POWER MAX INPUT | CCT CRI BEAM INSTALL LENS [NULL] ACCESSOR
RATING VOLTAGE ANGLE METHOD
P1 0040
P4 0060 30 o o
ART 277 4K0 80 120 RC FR 00 X
P5 0025 5K0 WL
0050
P7 0075
NOTES: Specifications and dimensions are subject to change without notice.
Visit us atvww.lumingen.com i
Office Telephone: 1.604.371.4112 Last Revised/29/2016
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ART Series

The Solution for Effective LED Lighting

Visit us at
www.lumingen.com

Orcallus at 1.604.371.4112

Specifications and dimensions are subject to change
without notice.

NOTES: Specifications and dimensions are subject to change without notice.
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